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VERTICAL EB360
5mm SPACING, WIRE GUARD, MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
3.5 Ibs-in. Max. Brass Stamping, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C PhBz, Tin Plated 15 Amps
-27°F to +248°F Screw: Wire Range:
Soldering Temperature: M2.5, Steel, Zinc Plated 12-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Grey

DIMENSIONAL REFERENCE

AT
4
8.3mm
N x 5.0mm 0.32
N x 0.197”
1S 2
- - - £ Elin L Safety Approval:
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. e |~ C us
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~° a PART NUMBERING
\ N \
T I T
£l EB360-XXDS
0.7mm N _1.0mm| ]
0.03" n i <|° 0.04" |
T T — NUMBER OF
2.5mm 5.0mm POLES
0.10” 0.197" |.308$. 16 Poles Max.
(N-1) x 5.0mm ’
(N-1) x 0.197”
P.C B. LAYOUT
N-1) x 5.0
2.5mm ((N-l))>><< 0.1?7”'j 2.5mm _ DS = Standard wireguard.
0.10” 0.10” Omit DS if no wireguard is required.
El:
ElY Ao i i inti
%3 \,/05 If you require marking or printing on your
g =7 yany /1\ E —T ¢ 0- parts, contact EBY - we can provide blocks
a2 IV \{J /'_E to your exact specifications.
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N = Number of contacts
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HORIZONTAL EB365
5mm SPACING, RIGHT ANGLE, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
3.5 Ibs-in. Max. Brass Stamping, Tin Plated 250VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C PhBz, Tin Plated 15 Amps
-27°F to +248F Screw: Wire Range:
Soldering Temperature: M2.5, Steel, Zinc Plated 12-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Grey

DIMENSIONAL REFERENCE

(N-1) x 5.0mm

(N-1) x 0.197”
5.0mm
0.197"
_f])L-0mm
0.03"

! N x 5.0mm _! 8633n;m
N x 0.197” .32"
Safety Approval:
| | | | a
b
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. PART NUMBERING
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5° S|P 7 e 1| &
£ B g EB365-XXDS
&g T
N N\ \ — ] NUMBER OF
J POLES
16 Poles Max.
P.C.B. LAYOUT 4(-)01”_;,[,“
N x 5.0mm '
N x 0.197"
a5 (N-1) x 5.0mm
.omm _ "
0.10” (N-1) x 0.197 DS = Standard wireguard.
Omit DS if no wireguard is required.
If you require marking or printing on your
c parts, contact EBY - we can provide blocks
Elin to your exact specifications.
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N = Number of contacts
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EB374
5mm SPACING, 45° ENTRY, WIRE GUARD, MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
4.0 Ibs-in. Max. Brass Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 10 Amps
-27°F to +248°F Terminal Screw: Wire Range:
Soldering Temperature: M3, Steel, Zinc Plated 12-26AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Black

DIMENSIONAL REFERENCE

@ @ @
Sl
maninaninsn

| N X 5.0mm |
| N x 0.197" |

SlElE
WK

Safety Approval:

¢ us

PART NUMBERING

0.33”

4.4mm

1.0mm

R EB374-XXDS
Nt 1
(N-1) X 5.0mm NUMBER OF
(N-1) x 0.197” 10.1mm POSITIONS

P.C.B. LAYOUT
(N-1) x 5.0mm

(N-1) x 0.197"
2.5mm 2.5mm
0.10" I 510"
Elx DS = Standard wireguard.
&= Omit DS if no wireguard is required.
o

DT D D

If you require marking or printing on your
parts, contact EBY - we can provide blocks
to your exact specifications.

12.5mm
0.49"

el
w; 505

N=Number of contacts
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VERTICAL EB720
3.5mm SPACING, WIRE GUARD MINI BLOCK

MECHANICAL

Torque:

3.5 Ibs-in. Max.

Operating temperature:
-33°C to +120°C

-27°F to +248°F

Soldering temperature:
260°C, 500°F for 5 seconds max

M2, Steel, Zinc Plated
Insulator body:
Polyamide, UL 94V-0, Blue

RECOMMENDED P.C.B. HO

N = Number of contacts

6.8mm
N x 3.5mm 0.27"
N x 0.14"”
15¢ 17°¢
3.5mm 3.5mm M2 ] B
0.14" 0.14"
\\ l
\ € 5 N D
T T A\ T 2.3mm El® ;
| Deag D] D oo 80 PR
L/ k/}\ /| [N/ ZIE e
! T 1T T 1T _.
\
E <
g =
rﬁ o
2.8mm 2mm @ 0.8mm
0.11" 1 T0.08” 20.03"
3.8mm
0.20”

LE SIZE: 1.2mm (0.047")
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DIMENSIONAL REFERENCE

EBeY.

TECHNICAL DATA
MATERIAL ELECTRICAL
Contact: Voltage rating:
Brass, Tin Plated 300VAC
Wire Guard: Current rating:
PhBz, Tin Plated 8 Amps
Screw: Wire range:

16-26AWG

Safety Approval:

¢ us

PART NUMBERING

EB720-XXDS
T

NUMBER OF
POSITIONS
16 Maximum

DS = Standard wireguard.
Omit DS if no wireguard is required.

If you require marking or printing on your
parts, contact EBY - we can provide blocks
to your exact specifications.
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EB723
3.5mm SPACING, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage rating:
2.5 Ibs-in. Max. Brass, Tin Plated 125 VAC
Operating temperature: Wire Guard: Current rating:
-33°C to +120°C Stainless Steel 10 Amps
-27°F to +248°F Screw: Withstand Voltage:
Soldering temperature: M2, Zinc Plated 2000 VAC, Test time 60 sec.
260°C, 500°F for 5 seconds max Insulator body: Wire range:
Polyamide, UL 94V-0, Blue 16-26AWG

DIMENSIONAL REFERENCE

N x 3.5mm
Nx0.14" 760£T
0.4mm 0.4mm '
0.02" 0.02"
3.5mm L
0.14" b |
Elx
i L
| ale Safety Approval:
®
©H

PART NUMBERING

3.5mm
0.14"
3
|
[

w0 6mm | . EB723-XXDS-600
90.32" 0.14" —|—

NUMBER OF
P.C.B. LAYOUT POSITIONS

(N-1)*3.5mm

2.2mm (N-1)*0.14" 2.2mm
0.09" 0.09"

©
o3 35 DS = Standard wireguard.

Q)Q,OA . . L " .
Omit DS if no wireguard is required.
N = Number of contacts

<
—
o

3.5mm

7.0mm
0.28

If you require marking or printing on your
parts, contact EBY - we can provide blocks
to your exact specifications.
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HORIZONTAL EB725
3.5mm SPACING, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
2.5 Ibs-in. Max. Brass, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C PhBz, Tin Plated 8 Amps
-27°F to +248°F Screw: Wire Range:
Soldering Temperature: M2, Steel, Zinc Plated 16-26AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Blue

DIMENSIONAL REFERENCE

N x 3.5mm
N x 0.14"
M2
3.5mm 3.5mm
0.14" 0.14"

Safety Approval:

¢ 0.8mm

|
|
: I
P ST g Rl I ...
AL NN N NN N S
\ g
\ v
3.6m|31 3.8
. EB725-XXDS
0.11” 0.08""
6.8mm —|_
0.27"

NUMBER OF

POSITIONS

16 Maximum

DS = Standard wireguard.
Omit DS if no wireguard is required.
RECOMMENDED P.C.B. HOLE SIZE: 1.2mm (0.047") If you require marking or printing on your
parts, contact EBY - we can provide blocks
N = Number of contacts to your exact specifications.
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5.08mm

EBS80O SPACING
5.08mm SPACING, WIRE GUARD, MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
3.5 Ibs-in. Max. Brass, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248F Screw: Wire Range:
Soldering Temperature: M3, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Blue

DIMENSIONAL REFERENCE

000

1 N x 5.08mm 9.0m[,n
0.7mm |_7 N x 0.20” 0.35
0.03”
‘E:'l L::'l L::'l EE 2 B Eg; Safety Approval:
2 3.0 2 o &G N o ®
S0 I = ¢ us
PART NUMBERING
[

[l

[l

[l

[l
4.0mm
0.1

(]

I
0.5mm ||
0.02"

a . . ﬂ;-g"g:?,y EB800-XXDS
\J : _|_
5.08
020" 2.54mm 20" NUMBER OF
(N-1) x 5.08mm 0.10” POSITIONS
(N-1) x 0.20"
P.C.B. LAYOUT
(N-1) x 5.08mm
(N-1) x 0.20”
36.21rgl'1'1 '_'% DS = Standard wireguard.

Omit DS if no wireguard is required.

5.0mm
0.20

If you require marking or printing on your
parts, contact EBY - we can provide blocks
to your exact specifications.

9.0mm
0.35

N = Number of contacts
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5.08mm SPACING, RIGHT ANGLE, WIRE GUARD MINI BLOCK

MECHANICAL

Torque:

3.5 Ibs-in. Max.

Operating temperature:
-33°C to +120°C

-27°F to +248F

Soldering temperature:
260°C, 500°F for 5 seconds max

_.‘

I

A
I
A

=

| |
D
e
A

TECHNICAL DATA

MATERIAL

Contact:

Brass, Tin Plated

Wire Guard:

Stainless Steel

Screw:

M3, Steel, Zinc Plated
Insulator body:
Polyamide, UL 94V-0, Blue

DIMENSIONAL REFERENCE

0.7m|:1 e
0.03 N x 5.08mm
N x 0.20”
(N-1) x 5.08mm
(N-1) x 0.20”
5.08mm 9.0mm 3.5mm
0.20” 0.35” 0.14"
E 5
&%
Jod X
93'007 (=)
0.12/, —
IS
©
| Az
I J I - <@
£ T\ |- |- y_
£l
n|—
P.C.B. LAYOUT ols
(N-1) x 5.08mm
(N-1) x 0.20”
.24m 2.54mm
0.13"],_5.08mm 0.10"
0.20”
E :
€l
22-3/717’ ‘c:: ol
.057% —
N
T D D I
El7
q; o

N = Number of contacts
- EBY Electro, Inc.

5.08mm

SPACING

ELECTRICAL

Voltage rating:
300VAC
Current rating:
15 Amps

Wire range:
14-22AWG

Safety Approval:

¢ us

PART NUMBERING

EB805-XXDS
T

NUMBER OF
POSITIONS

DS = Standard wireguard.
Omit DS if no wireguard is required.

If you require marking or printing on your
parts, contact EBY - we can provide blocks
to your exact specifications.
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10.16mm SPACING, RIGHT ANGLE, WIRE GUARD MINI BLOCK

TECHNICAL DATA

10.16mm

SPACING

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
3.5 Ibs-in. Max. Brass, Tin Plated 250VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 16 Amps
-27°F to +248°F Screw: Wire Range:
Soldering Temperature: M3, Steel, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Blue

DIMENSIONAL REFERENCE

g 1.0mm
4" @ 0.04”
0.7mm | 10.16mm
0.03" 0.40"
N x 10.16mm
N x 0.40"
(N-1) x 10.16mm .
W17 % 0.40° N 4.amm Safety Approval:
0.17"
v\ Y
. C us
5 PART NUMBERING
L — -
E|S
) 0 T 'r1|_| 0 ) M E{ - <r'_D EB815'XXDS
P.C.B. LAYOUT f&
(N-1) x 10.16mm NUMBER OF
3.24mm (N-1) x 0.40” POSITIONS
0.13" 10.16mm
0.40"
E|.
”1.3,,7 EE
o oo ps al° DS = Standard wireguard.
T 5 N =4 Omit DS if no wireguard is required.
E|S
e
If you require marking or printing on your
parts, contact EBY - we can provide blocks
N = Number of contacts to your exact specifications.

www.ebyelectro.com -
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5.0mm SPACING, WIRE GUARD, MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact Block: Voltage Rating:
3.5 Ibs-in. Max. Brass, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248°F Screw: Wire Range:
Soldering Temperature: M2.6, Steel, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator Body:
Polyamide, UL 94V-0, Blue
DIMENSIONAL REFERENCE
O O O
i i i
H H H
BERNE ' 0
0.6mm f|__ _ ] .0.6mm
0.02 N x 5.0mm 0.02
N x 0.197” |
7.5mm
(N-1) x 5.0mm ”
(N-1) x 0.197" 0.30
5.0mm
\\ T 0.1977
| | | Safety Approval:
! ! ! £l ®
T i T T i T T i T g % m
1 1 1 Slo C US
PART NUMBERING
oS3
o255" T | | .
| | | Es | EB901-XXDS
~ I
1] 1] HA .
- <4 <4 2 NUMBER OF
0.95mm | /| POSITIONS
0.037”
4.2mm

P.C.B. LAYOUT

(N-1) x 5.0mm
3.1mm (N-1) x 0.197” 3.1mm
0.12" 0.12"
<
< 36\ %
£l 0209
e 3
\n ™M
52 & 6
N = Number of contacts

- EBY Electro, Inc.

DS = Standard wireguard.
Omit DS if no wireguard is required.

If you require marking or printing on your
parts, contact EBY - we can provide blocks
to your exact specifications.
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EB905
5mm SPACING, RIGHT ANGLE, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage rating:
3.5lbs-in. Max. Brass, Tin Plated 300VAC
Operating temperature: Wire Guard: Current rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248F Screw: Wire Range:
Soldering temperature: M2.6, Steel, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator body:

Polyamide, UL 94V-0, Blue

DIMENSIONAL REFERENCE

N x 5.0mm
N x 0.197 2.5mm
0.30"
0.6mm (N-1) x 5.0mm 0.6mm
0.02 [~ (N-1) x 0.197" ~ [0.02" 3.8mm
- J Safety Approval:
g% g_o- 2.7mm c Us
sle = | 0.11”
= AT PART NUMBERING
a9
o
227
923N
K EB905-XXDS
P.C.B. LAYOUT
(N-1) x 5.0mm
3.1mm (N-1) x 0.197" 3.1mm NUMBER OF
0.12" 0.12" POSITIONS
((\
R
€ ) 09
Elo ¢
q [s2]
oo
- pany A DS = Standard wireguard.
N N Omit DS if no wireguard is required.
2.7mm If you require marking or printing on your
011 parts, contact EBY - we can provide blocks

N = Number of contacts to your exact specifications.
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5.08mm

EB908 SPACING
5.08mm SPACING, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
3.5 Ibs-in. Max Brass, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248°F Screw: Wire Range:
Soldering Temperature: M2.6, Steel, Zinc Plated, Phil-Slot 14-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Blue

DIMENSIONAL REFERENCE

0.5mm
—_
0.02”

NN

Dl

Safety Approval:

93.0m )
B c us
111 I , 7 PART NUMBERING
1

10.0mm
0.39

£ <
"'E’ S g 1.0mm
L - - S LOmm
\/ \/ VY - p0.04 EB908-XXDS
5.08mm
0.20” |‘42—mg1'
0.17 NUMBER OF
(N(-l) ;( S.é)grgm POSITIONS
N-1) x 0.20”

P.C.B. LAYOUT
(N-1) x 5.08mm
3.0mm (N-1) x 0.20” 3.0mm

0.127 0.12" DS = Standard wireguard.

€ Omit DS if no wireguard is required.
W
E D ‘\_.3(“ d
gl Yo ®\Z> 0_05
ElR N @ @ /'69‘/ If you require marking or printing on your
N parts, contact EBY - we can provide blocks

to your exact specifications.

N = Number of contacts
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EB921
5.0mm SPACING, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact Block: Voltage Rating:
3.5 Ibs-in. Max. Brass, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248°F Screw: Wire Range:
Soldering Temperature: M2.6, Steel, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Black

DIMENSIONAL REFERENCE

0.6mm
0.02" N x 5.0mm
I

N x 0.197”
(N-1) x 5.0mm 7.5mr’1’1
(N-1) x 0.197” 0.30
5.0mm
\\ —0.197" |
. ! . . ! . . ! . el. Safety Approval:
T T 2 A
S° (M us
PART NUMBERING
oSS
9 2Ar ! ! ! |
° i I i £ !
| | | 52 | EB921-XXDS
= A
0.95mm | | NUMBER OF
0.037” 4.2mm POSITIONS

P.C.B. LAYOUT
(N-1) x 5.0mm

3.1mm (N-1) x 0.197” 3.1mm
0.12” 0.12”

A DS = Standard wireguard.
Omit DS if no wireguard is required.

o
‘{%}» ‘{%}* % If you require marking or printing on your
parts, contact EBY - we can provide blocks

to your exact specifications.

7.5mm
0.30

N = Number of contacts
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EB925
5.0mm SPACING, RIGHT ANGLE, WIRE GUARD MINI BLOCK

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage rating:
3.5lbs-in. Max. Brass, Tin Plated 300VAC
Operating temperature: Wire Guard: Current rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248F Screw: Wire Range:
Soldering temperature: M2.6, Steel, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator body:

Polyamide, UL 94V-0, Black

DIMENSIONAL REFERENCE

N x 5.0mm
N x 0.197 2.5mm
0.30”
0.6mm (N-1) x 5.0mm 0.6mm
0.02" 1 [* (N-1) x 0.197” I [“0.027 3.8mm
5.0mm .
Oy Safety Approval:
®
o
g. § g‘% 2.7mm c US
= - 0.11"
I S PART NUMBERING
<
Q«\ d T 4&‘
A
EB925-XXDS
P.C.B. LAYOUT
(N-1) x 5.0mm
3.1mm (N-1) x 0.197" 3.1mm NUMBER OF
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- pany A DS = Standard wireguard.

N N Omit DS if no wireguard is required.
2.7mm If you require marking or printing on your
0.11 parts, contact EBY - we can provide blocks

N = Number of contacts to your exact specifications.
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EB982
5.0mm SPACING, WIRE GUARD, MOLDED TO SIZE, MINI BLOCKS

TECHNICAL DATA

MECHANICAL MATERIAL ELECTRICAL
Torque: Contact: Voltage Rating:
3.5 Ibs-in. Max. Brass, Tin Plated 300VAC
Operating Temperature: Wire Guard: Current Rating:
-33°C to +120°C Stainless Steel 15 Amps
-27°F to +248F Screw: Wire Range:
Soldering Temperature: M2.6, Steel, Zinc Plated 14-22AWG
260°C, 500°F for 5 seconds max Insulator Body:

Polyamide, UL 94V-0, Black

DIMENSIONAL REFERENCE

N x 5.0mm
N x 0.197”

5.0mm
0.197”

Safety Approval:

Syl M s

10.0mm
0.39”

10.0mm
0.39”
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0.12 0.10’
<&
. <5
el AP
Els, 3o ¢ DS = Standard wireguard.
,_,51_ g C) $ E%ﬁ Omit DS if no wireguard is required.
~
If you require marking or printing on your
parts, contact EBY - we can provide blocks
N = Number of contacts to your exact specifications.
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